SPECIFICATIONS

1. AWWA SPECIFICATIONS C—502

2. TWO 2—-1/2" HOSE NOZZLE DISCHARGE
3. ONE 4-1/2° PUMPER NOZZLE DISCHARGE
4. ONE 1-1/2" OPERATING NUT. LEFT

APPLY TWO COATS OF SHERMAN WILLIAMS
OSHA SAFETY INDUSTRIAL YELLOW PAINT

TO HYDRANT BARREL.

APPLY TWQ COATS OF SHERWIN WILLIAMS
OSHA SAFETY INDUSTRIAL ENAMEL PAINT TO
THE BONNET AND NOZZLE CAPS. THE UTILITY
DEPARTMENT INSPECTOR WILL DETERMINE THE
COLOR TO PAINT THE HYDRANT BONNET AND
NOZZLE CAPS BY FLOW TESTING HYORANT.

BLUE 1500 GPM OR MCRE (SHERWIN WILLIAMS #SW40886)
GREEN 1000 GPM TO 1499 GPM (SHERWIN WILLAMS #B854614)
ORANGE 500 GPM TO 999 GPM (SHERWIN WILLIAMS #BS4E39)

RED 499 GPM DR LESS (SHERWIN WLLIAMS $BS4R38)
o MAX HYORANT TO BE PLAGED YELLOW  HYDRANT BARREL (SHERWIN WILLIAMS #B54Y37)
&' MIN. W'THF ESMEESRT"?“EEZTZLES 5. HYDRANTS SHALL BE FLOW TESTED BY CONTRACTOR.
CDORDINATE WITH CITY ENGINEER FOR TESTING PRACEOURES.
— FIRE B. ALL HYDRANTS SHALL BE EQUIPED WITH GRADE—LOK FITTINGS
X HYDRANT TO ALLOW FOR ELEVATION ADJUSTMENTS,

7. ALL HYDRANTS SHALL BE :

@ MUELLER GENTURION
HYDRANT TO HAVE BREAK SECTION . eI
OR REMOVABLE BARREL, BURY LNE oN & KERNEDY MDD o
HYDRANT SHALL BE FINISHED GRADE.

WORD “WATER

/_ ON COVER

NV

ENTER VALVE BOX IN A 24"x247x8" THICK
CONCRETE PAD TQ FINISHEDR GRADE.

\ADLUSTABLE CAST IRON VALVE BOX

ADMSTED TO FINISHED GRADE.

6" BARREL N

36" MIN.

MECHANICAL JAINT GATE VALVE RESILIENT SEALED

CONG. THRUST BLOCK MUELLER, AMERICAN DARLING, KENNEDY OR DRESSER BRAND.

UNDISTURBED SOIL

WEEP HOLE TO
BE KEPT FREE
OF CONCRETE
FORMEDO 1/2 YAR
CONC, THRUST BLOCK
MECHANICAL JOINT CAST IRON

CONCRETE SUPPORT
HYDRANT CONNECTOR. TYLER
MDDEL # 5198 FOR VALVE

FIRE HYDRANT WITH VALVE

NOT _TO SCALE
(STANDARD FIRE HYDRANT ASSEMBLY)

MECHANICAL JOINT SWIVEL HYDRANT TEE WITH 1/2
YARD CONCRETE THRUST BLOCK. CAST IRCN FITTINGS
ARE TG BE TYLER BRAND.
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